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1
DIELECTRIC INSULATION MEDIUM

FIELD OF THE INVENTION

The present invention relates to a dielectric insulation
medium, its use, and to an apparatus for the generation, dis-
tribution and/or transmission and/or usage of electrical
energy according to the independent claims.

BACKGROUND OF THE INVENTION

Dielectric insulation media in liquid or gaseous state are
conventionally applied for the insulation of an electrical
active part in a wide variety of electrical apparatuses, such as
switchgears or transformers.

In medium or high voltage metal-encapsulated switch-
gears, for example, the electrically active part is arranged in a
gas-tight housing, which defines an insulating space, said
insulation space comprising an insulation gas usually with a
pressure of up to several bars and separating the housing from
the electrically active part, thus preventing flow of electrical
current between housing and active parts. Metal-encapsu-
lated switchgears allow for a much more space-saving con-
struction than switchgears which are mounted outdoors and
are insulated by ambient air. For interrupting the current in a
high voltage switchgear or for extinguishing fault arcs, the
insulating gas further functions as an arc extinction gas.

Sulphur hexafluoride (SF ) is a widely used dielectric insu-
lation gas with excellent dielectric strength, when used for
insulation purposes, and also with excellent arc extinction
strength, when used for example in a circuit breaker for extin-
guishing of switching arcs or for example in a gas-insulated
substation (GIS) for extinguishing fault arcs. Tetrafluoro
methane is particularly useful for switching application
because of good arc interrupting properties and very low
boiling point of —=128° C. at 1 bar. The dielectric strength or
pressure-reduced breakdown field strengths are about 84 kV/
(cm*bar) for SF, and about 31 kV/(cm*bar) for CF,,.

For example, WO 2008/073790 discloses a dielectric gas-
eous compound which—among other characteristics—has a
low boiling point in the range between —20° C.to —273° C., is
preferably non-ozone depleting and which has a GWP ofless
than about 22,200 on a 100 year time scale. Specifically, WO
2008/073790 discloses a number of different compounds
which do not fall within a generic chemical definition.

Further, U.S. Pat. No. 4,175,048 relates to a gaseous insu-
lator comprising a compound selected from the group of
perfluorocyclohexene and hexafluoroazomethane, and EP-A-
0670294 discloses the use of perfluoropropane as a dielectric
gas.

EP-A-1933432 refers to trifluoroiodomethane (CF,I) and
its use as an insulating gas in a gas-insulated switchgear.

In the search for a suitable substitute of conventional insu-
lation gases, such as SF6 or air, it has been found that by using
fluoroketones having from 4 to 12 carbon atoms, an insulation
medium can be obtained which has high insulation capabili-
ties, in particular a high dielectric strength, and at the same
time an extremely low global warming potential. This inven-
tion has previously been filed as international patent applica-
tion No. PCT/EP2009/057294.

German Utility Model DE 10 2009 009 305 and German
Patent DE 20 2009 025 204 B3 also relate to a switching
device having an encapsulation that is filled with a filling
medium comprising or consisting of a fluoroketone.

Despite of the good dielectric strength of the fluoroketones
according to international patent application No. PCT/
EP2009/057294, the insulation performance of the respective
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insulation medium comprising the fluoroketone is often lim-
ited due to the relatively high boiling points of the fluoroke-
tones.

This is particularly the case for applications in a low tem-
perature environment. In this case, only a relatively low satu-
rated vapour pressure of the fluoroketone can be maintained
without fluoroketone becoming liquefied. This limits the
achievable fluoroketone molar ratio in the gaseous phase and
would make necessary an increased filling pressure with con-
ventional insulating gases.

For example, the minimal permissible operating tempera-
ture of a high or medium voltage gas-insulated switchgear
(HV-GIS or MV-GIS) can be typically -5° C. At this tem-
perature, for obtaining a dielectric performance comparable
to conventional high-performance insulation media, the
required filling pressure of an insulation medium comprising
e.g. a fluoroketone having 6 carbon atoms, e.g. C,F ;C(O)CF
(CF;), or dodecafluoro-2-methylpentan-3-one, may still be
relatively high and could exceed the filling pressure that can
be withstood by usual housing constructions, which is typi-
cally about 7 bar for HV GIS applications.

Alternatively or additionally to increasing the filling pres-
sure, the system can be heated (as shown in our PCT/EP2009/
057294). If using for example a pure fluoroketone having 6
carbon atoms, e.g. C,F;C(O)CF(CF;), or dodecafluoro-2-
methylpentan-3-one, as the insulation medium, heating to
more than 50° C. would be required to achieve a sufficient
saturated vapour pressure of the fluoroketone and to obtain
the desired insulation performance for more demanding high
voltage applications. Such heating is not always feasible or
recommended both for economic and ecologic reasons.

In the article by Yamamoto et al, “Applying a Gas Mixture
Containing c-C,F as an Insulation Medium”, IEEE Transac-
tions on Dielectrics and electrical Insulation, Vol. 8 No. 6,
December 2001, it is disclosed that mixtures of ¢-C,Fg
together with nitrogen, air or carbon dioxide show a nonlinear
increase in dielectric strength over the concentration-
weighted arithmetic sum of dielectric strengths of the com-
ponents.

SUMMARY OF THE INVENTION

The objectto be achieved by the present invention is thus to
provide an insulation medium with very high dielectric
strength also for low temperature applications without requir-
ing actively heating the system.

This object is achieved by the subject-matter of the inde-
pendent claims, namely by the insulation medium, its use and
the electrical apparatus according to the independent claims.
Preferred or exemplary embodiments of the invention are
given in the description and in the dependent claims and any
combinations thereof. In particular, the insulation medium
may comprise a mixture of different at least partially fluori-
nated fluoroketones. In other words, dependent claims or
dependencies may define several different species of at least
partially fluorinated fluoroketones present in the insulation
medium.

The present invention thus relates to a dielectric insulation
medium comprising

a) sulphur hexafluoride (SFg) and/or tetrafluoro methane

(CF,) in a mixture with

b) at least one further component being an at least partially

fluorinated fluoroketone.

The term “at least partially fluorinated fluoroketone™, as
used in the context of the present invention, is to be under-
stood as a compound which is partially hydrogenated and
partially fluorinated, or which is fully fluorinated.
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According to embodiments, the at least partially fluori-
nated fluoroketone has a boiling point above -20° C., pre-
ferred above —15° C., more preferred above -10° C., even
more preferred above —5° C., most preferred above 0° C. The
term “boiling point” as used in the context of the present
invention is to be understood as boiling point at atmospheric
pressure, i.e. at about 1 bar.

According to embodiments, the at least partially fluori-
nated fluoroketone has a boiling point lower than 50° C.,
preferred lower than 40° C., more preferred lower than 30° C.,
even more preferred lower than 20° C., most preferred lower
than 15° C.

The dielectric insulation medium according to embodi-
ments can be a gas mixture, which besides the SF and also
apart from fluoroketone preferably comprises air and/or at
least one air component, in particular selected from the group
consisting of carbon dioxide (CO,), oxygen (O,) and nitrogen
(N,), as buffer or carrier gas.

By using a suitable admixture gas, a further increase in the
dielectric strength of the insulation medium can be achieved.

According to a preferred embodiment, suitable admixture
gases are selected from the group consisting of fluoroketones
containing from 4 to 12 carbon atoms, more preferably fluo-
roketones containing exactly 5 carbon atoms and/or fluoroke-
tones containing exactly 6 carbon atoms. According to a
particularly preferred embodiment, dodecafluoro-2-methyl-
pentan-3-one and/or decafluoro-2-methylbutan-3-one, is
used as an admixture gas, as it has been found to have very
high insulating properties and an extremely low GWP. A
dielectric insulation medium comprising such fluoroketones
has been disclosed in the previously filed International Patent
Application PCT/EP2009/057294 the disclosure of which is
herewith enclosed by reference into this application.

In an aspect of the invention it is shown that mixtures, in
particular gas mixtures, of dielectric insulation media of fluo-
roketones, in particular of fluoroketones containing exactly 5
and/or exactly 6 carbon atoms, with at least one dielectric gas
component selected from the group consisting of: nitrogen,
air, carbon dioxide, or mixtures thereof, have a nonlinear
increase in dielectric strength over an arithmetic partial-pres-
sure-weighted sum of the dielectric strengths of the compo-
nents. As a measure of dielectric strength, the pressure-re-
duced breakdown field strength E_,,, may be used.

Apart from the above gaseous embodiments, it is however
also possible that the insulation medium or at least one of its
components is in liquid form under certain operational con-
ditions or even permanently. Here, “liquid form™ shall be
understood broadly to encompass any state of matter or mix-
ture which comprises at least partially aliquid in any form, for
example a liquid phase, an aerosol phase, an over-saturated
vapour phase or combinations thereof. Such liquid form of
the insulation medium or at least one of its components might
for example be present for applications in a low temperature
environment. In particular, the insulation medium can be a
two-phase system comprising the fluoroketone both in liquid
and gaseous state. More particularly, the insulation medium
can be an aerosol comprising droplets of the fluoroketone
dispersed in a gas phase comprising fluoroketone in the gas-
eous state.

The insulation properties of the insulation gas, and in par-
ticular its breakdown field strength, can be controlled by the
temperature, pressure and/or composition of the system. If a
two-phase system comprising the fluoroketone both in liquid
and gaseous phase is used, an increase of the temperature
does notonly result in an increase of the absolute pressure, but
also in an increase of the fluoroketone concentration in the
insulation gas due to a higher vapour pressure.
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It has been found that for many applications of the insula-
tion gas, such as applications in the medium or high voltage
range, a sufficient molar ratio, i.e. the molar ratio of the
fluoroketone to the remaining components of the medium
(generally the carrier or buffer gas comprising SF ), and thus
also a sufficient breakdown field strength can be achieved
even at very low operational temperatures e.g. of down to
about —=30° C. or even —40° C., even without additional mea-
sures such as external heating or vaporization.

As mentioned, the insulation medium of such embodi-
ments is particularly useful for electrical applications. The
present invention thus also relates to the use of the above-
described fluoroketone in a dielectric insulation medium for
an apparatus for the generation, transmission, distribution
and/or usage of electrical energy.

The term “fluoroketone’ as used in this application shall be
interpreted broadly and shall encompass both perfluoroke-
tones and hydrofluoroketones, and shall further encompass
both saturated compounds and unsaturated compounds, i.e.
compounds including double and/or triple bonds. The at least
partially fluorinated alkyl chain of the fluoroketones can be
linear or branched. In exemplary embodiments, the fluoroke-
tone is a perfluoroketone, and/or the fluoroketone has a
branched alkyl chain, in particular an at least partially fluori-
nated alkyl chain, and/or the fluoroketone contains fully satu-
rated compounds. The expression that “the fluoroketone con-
tains fully saturated compounds” means that both a single
fully saturated fluoroketone, i.e. a fluoroketone without any
double bond or triple bond, or a mixture of two or more fully
saturated fluoroketones may be comprised.

Compared to fluoroketones having a greater chain length
with more than 5 carbon atoms, fluoroketones containing 5
carbon atoms have the advantage of a relatively low boiling
point, allowing to have a relatively high molar fraction of such
5-carbon fluoroketones in the insulation medium and avoid-
ing the problem of liquefaction even at low temperatures.

According to a preferred embodiment, the fluoroketone is
at least one compound selected from the group consisting of
the compounds defined by the following structural formulae
in which at least one hydrogen atom is substituted with a
fluorine atom:

(a)

(Ib)

(e)

d)

=32

Fluoroketones containing 5 or more carbon atoms, here
briefly named fluoroketones a), are further advantageous,
because they are generally non-toxic with outstanding mar-
gins for human safety. This is in contrast to fluoroketones
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having less than 4 carbon atoms, such as hexafluoroacetone
(or hexafluoropropanone), which are toxic and very reactive.

In embodiments of this invention, the fluoroketones, in
particular fluoroketones a), having a branched alkyl chain are
preferred, because their boiling points are lower than the
boiling points of the corresponding compounds (i.e. com-
pounds with same molecular formula) having a straight alkyl
chain.

According to embodiments, the fluoroketone a) is a per-
fluoroketone, in particular has the molecular formula
C,F,0, i.e. is fully saturated without double or triple bonds.
The fluoroketone a) may more preferably been selected from
the group consisting of 1,1,1,3,4,4,4-heptatluoro-3-(trifluo-
romethyl)butan-2-one (also named decafluoro-2-methylbu-
tan-3-one), 1,1,1,3,3,4,4,5,5,5-decafluoropentan-2-one and
1,1,1,2,2.4.4,5,5,5-decafluoropentan-3-one, 1,1,1,4,4,5,5,5,-
octafluoro-3-bis(trifluoromethyl)-pentan-2-one; and most
preferably is 1,1,1,3,4,4,4-heptafluoro-3-(trifluoromethyl)
butan-2-one.

1,1,1,3,4,4 4-heptafluoro-3-(trifluoromethyl)butan-2-one
can be represented by the following structural formula (I):

@

F
F——F ¢
F_
F
F—1+—F
Ty
F

1,1,1,3,4,4 4-heptafluoro-3-(trifluoromethyl)butan-2-one,
here briefly called “C5-ketone”, with molecular formula
CF;C(O)CF(CF,;), or C5F,,0O, has been found to be particu-
larly preferred for high and medium voltage insulation appli-
cations, because it has the advantages of high dielectric insu-
lation performance, in particular in mixtures with the
dielectric carrier gas component b), has very low GWP and
has a low boiling point. It has an ozone depletion potential of
0 and is practically non-toxic

According to embodiments, the molar fraction of the
C5-ketone in the insulation medium ranges from about 5% to
about 15%, preferably from about 6% to about 10%, when
conventional high voltage GIS pressure filling values are
used, and from about 10% to 40%, when conventional
medium voltage GIS pressure filling values are used. Such
molar ratio ranges have the advantage that liquefaction of the
fluoroketone does not occur, even if the insulation medium is
used in a low temperature environment, for example down to
temperatures of less than 0° C., in particular downto -5° C. In
exemplary embodiments, the fluoroketone molar fraction
may also be larger than 1%, preferably larger than 2%, more
preferred larger than 3%, in particular larger than 3.5%.

According to embodiments, even higher insulation capa-
bilities can be achieved by combining the mixture of different
fluoroketone components. In embodiments, a fluoroketone
containing exactly 5 carbon atoms, as described above and
here briefly called fluoroketone a), and a fluoroketone con-
taining exactly 6 carbon atoms, as described above and here
briefly named fluoroketone c), can favourably be part of the
dielectric insulation at the same time.

Thus, an insulation medium can be achieved having more
than one fluoroketone, each contributing by itself to the
dielectric strength of the dielectric insulation medium. In this
embodiment, it is particularly preferred that each fluoroke-
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6

tone comprised in the mixture has a partial pressure that
corresponds at least approximately to its saturated vapour
pressure at least at the minimal operating temperature of the
dielectric insulation medium or the electrical apparatus com-
prising the dielectric insulation medium, respectively; thus a
high total molar ratio of the fluoroketones can be obtained and
maintained in the gaseous phase, which allows to obtain a
very high dielectric strength of the dielectric insulation
medium.

Such further fluoroketones preferably contain exactly 4
carbon atoms, and/or exactly 5 carbon atoms, and/or exactly
6 carbon atoms, and/or exactly 7 carbon atoms, and/or exactly
8 carbon atoms.

In embodiments, the further fluoroketone c) is at least one
compound selected from the group consisting of the com-
pounds defined by the following structural formulae in which
atleast one hydrogen atom is substituted with a fluorine atom:

(11a)

(ITb)

(1le)

(I1d)

(1le)

(1)

g

and/or is at least one compound selected from the group
consisting of the compounds defined by the following
structural formulae in which at least one hydrogen atom
is substituted with a fluorine atom:

(I11a)

(IIIb)
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-continued
(Ille)

:

(T1Id)

3

(IlTe)

(III9)

(Illg)

(ITTh)

210

(IITi)

(I1Lj)

B

(ITIk)

(11l

(ITIm)

R

E
o

(ITIn)

O3

named dodecafluoro-cycloheptanone.
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The present invention encompasses each and every com-
bination of any of the compounds selected from the group
consisting of the compounds with the structural formulae Ia
to 1d, Ila to Ilg, II1a to IIIn.

More preferably, the fluoroketone contains exactly 6 car-
bon atoms; such a fluoroketone is non-toxic, with outstanding
margins for human safety.

In embodiments, fluoroketone ¢), alike fluoroketone a), is a
perfluoroketone, and/or has a branched alkyl chain, in par-
ticular an at least partially fluorinated alkyl chain, and/or the
fluoroketone ¢) contains fully saturated compounds. In par-
ticular, the fluoroketone c) has the molecular formula
C¢F 50, i.e. is fully saturated without double or triple bonds.
More preferably, the fluoroketone c) can be selected from the
group consisting of 1,1,1,2,4,4,5,5,5-nonafluoro-2-(trifluo-
romethyl)pentan-3-one (also named dodecatluoro-2-methyl-
pentan-3-one), 1,1,1,3,3,4,5,5,5-nonafluoro-4-(trifluorom-
ethyl)pentan-2-one (also named  dodecafluoro-4-
methylpentan-2-one), 1,1,1,3,4,4,5,5,5-nonafluoro-3-
(trifluoromethyl)pentan-2-one (also named dodecafluoro-3-
methylpentan-2-one), 1,1,1,4,4,4-hexafluoro-3,3-bis-
(trifluoromethyl)butan-2-one (also named dodecafluoro-3,3-
(dimethyl)butan-2-one),  dodecafluorohexan-2-one  and
dodecafluorohexan-3-one, and particularly is the mentioned
1,1,1,2,4,4,5,5,5-nonatluoro-2-(trifluoromethyl)pentan-3-
one.

1,1,1,2,4,4,5,5,5-Nonafluoro-2-(trifluoromethyl)pentan-
3-one (also named dodecafluoro-2-methylpentan-3-one) can
be represented by the following structural formula (II):

an

1,1,1,2,4,4,5,5,5-Nonafluoro-4-(trifluoromethyl)pentan-
3-one (here briefly called “C6-ketone”, with molecular for-
mula C,F;C(O)CF(CF;), has been found to be particularly
preferred for high voltage insulation applications because of
its high insulating properties and its extremely low GWP. It
has an ozone depletion potential of 0 and is non-toxic (LC50
(4 hours) of about 100,000 ppm). Thus, the environmental
impact is much lower than with conventional insulation
gases, and at the same time outstanding margins for human
safety are achieved.

Preferably, the molar fraction of the fluoroketone c) in the
insulation medium shall range from about 1% to about 15%,
preferably from about 1% to about 10%, more preferred from
about 1% to about 4%, most preferred from 1% to 3%, in
order to avoid liquefaction of the fluoroketone at low tem-
peratures, for example down to temperatures of less than 0°
C., for example down to -5° C. In embodiments the molar
fraction may also be larger than 0.1%, preferably larger than
0.5%, more preferably larger than 1%, in particular larger
than 2%.

As mentioned above, the insulation medium according to
the present invention is particularly useful in electrical appli-
cations. The present invention thus also relates to the use of
the above-described combination of components as a dielec-
tric insulation medium in an apparatus for the generation
and/or transmission and/or distribution and/or usage of elec-
trical energy.
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Likewise, the present invention also relates to an apparatus
for the generation and/or transmission and/or distribution
and/or usage of electrical energy, said apparatus comprising a
housing defining an insulating space and an electrical active
part arranged in the insulating space. This insulating space
comprises the insulation medium described throughout this
application.

The term “electrical active part” in this application is to be
interpreted broadly including any type of conductor, conduc-
tor arrangement, switch, conductive component, surge
arrester, and the like, and furthermore shall be understood as
any part, that can be activated electrically, i.e. can be subject
to voltage, in at least one operating state, i.e. other temporally
inactive operating states or locally inactive operating states of
the part may still occur.

In particular, the apparatus of the present invention
includes a switchgear, in particular an air-insulated or gas-
insulated metal (or otherwise)-encapsulated switchgear, or a
part and/or component thereof, in particular a bus bar, a
bushing, a cable, a gas-insulated cable, a cable joint, a current
transformer, a voltage transformer, and/or a surge arrester.

Switchgears, in particular gas-insulated switchgears
(GIS), are as such well known to a person skilled in the art. An
example of a switchgear for which the present invention is
particularly well suited is for example shown in EP-A-
1933432, paragraphs [0011] to [0015], the disclosure of
which is incorporated herewith by reference.

It is further preferred that the apparatus is a switch, in
particular an earthing switch (e.g. a fast acting earthing
switch), a disconnector, a combined disconnector and earth-
ing switch, a load-break switch or a circuit breaker, in par-
ticular a medium-voltage circuit breaker, a generator circuit
breaker and/or a high-voltage circuit breaker. In particular, a
high voltage circuit breaker may have a pressure-build-up
chamber, e.g. a compression chamber and/or a heating cham-
ber for providing a self-blasting effect, wherein in a switching
operation the at least partially fluorinated fluoroketone or
fluoroketones is or are decomposed to fluorocarbon com-
pounds having a lower number of carbon atoms, preferably in
the pressure-build-up chamber and/or in the arcing region,
during an arc-extinguishing phase. Such molecular decom-
position of the at least partially fluorinated fluoroketone
admixture or admixtures allows to further increase the num-
ber of molecules and hence the pressure which is available for
extinguishing the arc. As well, molecular decomposition of
the at least partially fluorinated fluoroketone(s) also occurs in
the arcing region, which further increases the arc-extinguish-
ing blasting pressure. The at least partially fluorinated fluo-
roketone admixture or admixtures is also helpful in the
exhaust region of a circuit breaker, because the rather low
dissociation temperature of the not-dissociated at least par-
tially fluorinated fluoroketone functions as a temperature bar-
rier in the exhaust gas. In other words, thermal energy in the
exhaust gas can be absorbed by dissociation of undissociated
fluoroketone in the exhaust, which prevents further tempera-
ture increase in the exhaust region above the dissociation
temperature of the fluoroketone. Thus, the dielectric insula-
tion of this application has a good arc extinction capability.
Without any intention to be bound by the theory it is assumed
that this arc extinction capability can at least partially be
attributed to the recombination of the dissociation products of
for example the fluoroketone inside the arcing region, for
example mainly to tetrafluoromethane (CF,) which is well
known to be a highly potent arc extinction medium.

According to another embodiment, the apparatus can be a
transformer, in particular a distribution transformer or a
power transformer.
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According to still other embodiments, the apparatus can
also be, e.g., an electrical rotating machine, a generator, a
motor, a drive, a semiconducting device, a power electronics
device, and/or a component thereof.

The invention particularly relates to a medium or high
voltage apparatus. The term “medium voltage™ as used herein
refers to a voltage in the range of 1 kV to 72 kV, whereas the
term “high voltage” refers to a voltage of more than 72 kV.
Applications in the low voltage range below 1 kV are feasible,
as well.

In order to achieve a desired dielectric rating of the appa-
ratus, such as a required dielectric withstand capability and
operating temperature range, the apparatus can comprise a
control unit (also referred to as “fluid management system™)
for controlling individually or in combination: the composi-
tion—in particular the chemical composition or the physical
phase composition, such as a gas/liquid two-phase system—,
and/or the temperature of the insulation medium, and/or the
absolute filling pressure, the gas density, the partial pressure
and/or the partial gas density of the insulation medium or of at
least one of its components, respectively. In particular, the
controlunit can comprise a heater and/or vaporizer in order to
control the vapour pressure of the insulation medium compo-
nents according to the invention, which is of particular rel-
evance for applications in a low temperature environment
down to about —-20° C. The vaporizer can e.g. be an ultrasonic
vaporizer, or can comprise spraying nozzles for spraying the
insulation medium into the apparatus.

In an exemplary embodiment, in particular for high voltage
applications in a low temperature environment, a partial pres-
sure of the at least partially fluorinated fluoroketone(s) can be
provided in the insulation medium by heating and/or vapor-
izing, such that the partial pressure of the fluoroketone is
maintained at a desired pressure level.

In exemplary embodiments, the apparatus comprises a
monitoring device and/or a dosing unit to set the concentra-
tion of the at least partially fluorinated fluoroketone(s), in
particular according to any dependent claims, in the insula-
tion medium according to the needs of the dielectric insula-
tion capability or dielectric strength.

The term “dielectric insulation capability” or “dielectric
strength” in this application shall be understood broadly and
may include more specific characterization by an electric
breakdown field strength which may be determined under
specific measurement conditions. This will exemplarily be
shown in more detail below for a medium or high voltage
gas-insulated switchgear. Furthermore, the control unit may
comprise a measuring unit for measuring the control param-
eters, such as temperature, density, pressures and/or compo-
sition—in particular the liquid phase level—and/or a moni-
toring unit for monitoring such parameters.

However, preferably the dielectric insulation medium has a
composition such that no dosing unit, no temperature control
unit, no active temperature control and no vaporization unit is
present. In other words, the dielectric insulation medium shall
remain gaseous and maintain its dielectric strength under all
operation condition and, in particular, at all operating tem-
peratures.

Inyetother words, condensation of the dielectric insulation
medium of the invention shall be avoided under operating
conditions of the electrical apparatus, in particular even at low
operating temperatures. This is achieved by using SF and/or
CF, in a mixture with fluoroketone. Therein SF and/or CF,,
are gases having very low boiling points and good dielectric
strength or arc extinction capability, however compromising
on an increased GWP. The fluoroketone or fluoroketones
provides or provide an excellent dielectric strength and excel-
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lent GWP close to 1 and have still low enough boiling points
(at 1 bar) such that they can be present in the gaseous phase
with sufficient partial pressures at all operating temperatures.

In a further aspect of the invention, sulphur hexafluoride
SF in a mixture with fluoroketone and a further dielectric gas
component selected from the group consisting of nitrogen
and air, the dielectric strength is increased two-fold, on the
one hand by a first nonlinear increase in dielectric strength of
the fluoroketone with the nitrogen or air, and on the other
hand by a second nonlinear increase in dielectric strength of
the sulphur hexafluoride SF, with the nitrogen or air.

In a yet further aspect of the invention, a dielectric insula-
tion medium and an electrical apparatus comprising c-C,Fg in
a mixture with fluoroketone and a further dielectric gas com-
ponent selected from the group consisting of nitrogen, air,
carbon dioxide, and mixtures thereof, show a dielectric
strength that is increased at least two-fold or many-fold,
namely on one hand by at least one first nonlinear increase in
dielectric strength of the fluoroketone with the nitrogen and/
or air and/or carbon dioxide, and on the other hand by at least
one third nonlinear increase in dielectric strength of the
c-C,F, with the nitrogen and/or air and/or carbon dioxide. In
combinations comprising three or more compounds, the com-
bined nonlinear increase in dielectric strength may differ in
magnitude from pair-wise nonlinear increases in dielectric
strengths.

In a yet further aspect of the invention, a dielectric insula-
tion medium, an electrical apparatus and a use as a dielectric
insulation medium is disclosed, comprising a first dielectric
insulation gas component L) being selected from a first group
consisting of: sulphur hexafluoride SF, perfluorocarbons,
tetrafluoro methane CF,, C,F,, C.F,, c-C,F,, trifluor-
oiodomethane CF;], nitrogen dioxide NO,, nitric oxide NO,
nitrous oxide N, O, and mixtures thereof, in particular sulphur
hexafluoride (SF) and/or tetrafluoro methane (CF,), and/or
trifluoroiodomethane (CF;]), in a mixture with at least one
gaseous at least partially fluorinated fluoroketone in a dielec-
tric insulation medium, in particular as disclosed above, for
an apparatus for the generation and/or transmission and/or
distribution and/or usage of electrical energy.

Furthermore, the first group of dielectric insulation gas
components [.) may also comprise: methane CH,, carbon
monoxide CO, hydrogen H,, noble gases, in particular He, Ar,
Kr; and mixtures thereof.

Thus, it is herewith also disclosed a dielectric insulation
medium, use as dielectric insulation medium and electrical
apparatus that comprises a mixture, in particular gas mixture,
containing a fluoroketone together with triffuoroiodomethane
CF,l. Therefore, in an aspect of the invention, the dielectric
insulation medium may be comprising triffuoroiodomethane
(CF,]) in a mixture with at least one further component being
an at least partially fluorinated fluoroketone. The trifluor-
oiodomethane (CF,I) may be present as alternative or in
addition to sulphur hexafluoride (SF6) and/or tetrafluoro
methane (CF4). CF,l has advantages such as low boiling
point and high dielectric strength, and thus may favourably be
combined with fluoroketone.

Furthermore, it is herewith also disclosed a dielectric insu-
lation medium, use as a dielectric insulation medium and
electrical apparatus that comprises a mixture, in particular gas
mixture, containing a fluoroketone together with nitrogen
oxides NO,, NO, N, O, in particular NO,. It is assumed that
these nitrogen oxides support a nonlinear increase in dielec-
tric strength together with fluoroketones, in particular
C5-fluoroketones and/or C6-fluoroketones, as a result of their
similar electron attachment cross-sections as nitrogen N.,.
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In a yet further aspect of the invention, a dielectric insula-
tion medium, a use as a dielectric insulation medium, and an
electrical apparatus is disclosed, comprising novel gas mix-
tures comprising

atleast one first gas component [.1) being selected from the

first group consisting of: sulphur hexafluoride SF, per-
fluorocarbons, tetrafluoro methane CF,, C,F, C,Fq,
c-C,Fq, CF,I, and mixtures thereof, in particular sulphur
hexafluoride (SF) and/or tetrafluoro methane (CF,),
together with

at least one second gas component [.2) selected from the

second group 1.2) consisting of: at least partially fluori-
nated fluoroketone, fluoroketone comprising exactly 5
carbon atoms, fluoroketone comprising exactly 6 carbon
atoms, and mixtures thereof, together with

atleast one third gas component .3 ) selected from the third

group consisting of: nitrogen, air, carbon dioxide, and
mixtures thereof.

Optionally, the third group may also comprise nitrogen
dioxide NO,, nitric oxide NO, and/or nitrous oxide N,O.

Such novel gas mixtures provide high dielectric break-
down field strengths and/or good arc extinction properties,
have relatively low boiling points or low condensation tem-
peratures, and may still provide acceptable levels of GWP of
the mixture.

Furthermore, in such a dielectric insulation medium, use as
dielectric insulation medium, and electrical apparatus, the
mixtures of at least one first gas component [.1) with fluo-
roketone or fluoroketones and in addition together with nitro-
gen and/or air and/or carbon dioxide show at least one non-
linear increase in dielectric strength. Such at least one
nonlinear increase in dielectric strength may be produced by
various combinations of the gas components 1.1), L.2), [.3),
e.g. by L2)/1.3),L1)/L3),L.1)/L.2)/L3). Inparticular, preferred
third gas components [.3) are air and nitrogen for dielectric
insulation as such, and carbon dioxide for arc extinction.

In embodiments of any of the above aspects of the inven-
tion, the dielectric insulation medium, the use as dielectric
insulation medium, and the electrical apparatus may further
comprise a dielectric insulation gas component M) being
selected from a fourth group consisting of: CHF;, (C,F5),0,
(CF;),0; further perfluorocarbons and in particular C,F,,
C3F65 C4F105 C4F65 C4F85 C6F105 C6F125 C6F145 C6F6;
C,F;COF, C,F;0,, c¢-C,F,I, CF,CF(CF;)CF(CF,)CF,],
CF,CF,CF,CF,l, CF,CF,CF,l, CF,CF,I, CF,CHFCF,],
CF,SF;, CH,F,, CH;-c-C,F4l, CH,CF(CF;)CF(CF,)CF,],
CH,CF,CF,1, CH,CHFCF(CF,CF,)CF,I, CO; N,, perfluo-
rodiethyl thioether, perfluoromethyl ethyl thioether, perhalo-
genated organic compounds, tetradecylfluorohexane, XeF,,
XeF,; and mixtures thereof.

Throughout this application, nonlinear increase in dielec-
tric strength means that the mixture, in particular gas mixture,
has a dielectric strength that is larger than the concentration-
weighted or pressure-weighted arithmetic sum of dielectric
strengths of its components.

In exemplary embodiments, however, the dielectric insu-
lation medium shall not comprise a hydrofluoro-monoether;
and/or the dielectric insulation medium shall not comprise a
hydrofiuoro-diether; and/or the dielectric insulation medium
shall not comprise a hydrofiuoro-polyether.

In other exemplary embodiments, however, the dielectric
insulation medium shall not comprise a fluoroketone com-
prising exactly 5 carbon atoms; and/or the dielectric insula-
tion medium shall not comprise a fluoroketone comprising
exactly 6 carbon atoms.
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In still other exemplary embodiments, however, the elec-
trical apparatus shall not be a transformer, in particular not a
distribution transformer or not a power transformer.

In further exemplary embodiments, however, the dielectric
insulation medium shall not be a working medium for a heat
pipe, in particular not a working medium for a heat pipe in a
transformer.

In exemplary embodiments the above disclaimers shall
also apply to the use of the dielectric medium and to the
apparatus comprising such an insulation medium.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention is further illustrated by way of the following
exemplary figures of which

FIG. 1 shows a purely schematic representation of a high
voltage gas-insulated switchgear according to an embodi-
ment; and

FIG. 2 shows a purely schematic representation of a high
voltage gas-insulated switchgear according to an embodi-
ment comprising a fluid handling unit;

FIG. 3 shows a graphical representation of the synergy
factor s as a function of the total pressure for various dielectric
insulation media comprising exemplary fluoroketone-air
mixtures; and

FIG. 4 shows a graphical representation of measured and
calculated breakdown voltages U50 of a dielectric insulation
medium comprising an exemplary fluoroketone-carbon diox-
ide mixture.

DETAILED DESCRIPTION OF THE INVENTION

In the following, exemplary embodiments of the invention
are discussed:

In the exemplary apparatus of FIG. 1, the dielectric insu-
lation medium shall comprise SF and/or CF,, and/or any gas
or gas mixtures of the herein mentioned gas types different
from fluoroketone and SF, and CF,, together with at least one
component being an at least partially fluorinated fluoroke-
tone, in particular perfluoroketone containing exactly 5 car-
bon atoms and/or containing exactly 6 carbon atoms.

Preferably, the dielectric strength of the insulation medium
shall be higher than that of pure SF,. Further preferred, the
insulation medium shall be gaseous without any need for
vapourization and/or heating of the insulation medium. In
other words, the gas mixture or at least the fluoroketone or
fluoroketones shall preferably be present in gaseous state at
all operating conditions, in particular at all operating tem-
peratures. In particular, condensation of the fluoroketone or
fluoroketones shall be avoided under all operating conditions
of the electrical apparatus. This allows to maintain a certain
minimal concentration or partial pressure of the fluoroketone
or fluoroketones in the gaseous phase under all operating
temperatures. In yet other embodiments, even some conden-
sation of the fluoroketone or fluoroketones may be acceptable
as long as a certain minimal concentration or partial pressure
of the fluoroketone or fluoroketones in the gaseous phase is
maintained under all operating temperatures.

In embodiments, the dielectric insulation medium may
further comprise di-atomic molecules, that are preferably
chemically stable under ambient conditions and, in particular,
under normal operating condition of gas-insulated electrical
equipment, such as in a temperature range of -40° C. to +105°
C. and under few to several bars gas pressure. For example,
such gas admixture can comprise air or an air component and
for example nitrogen, oxygen carbon dioxide, a nitrogen
oxide, or a noble gas; or mixtures thereof.
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Apart from the specific dielectric insulation medium, the
present invention also relates to an electrical apparatus, as
mentioned above. Possibly, the apparatus comprises a control
unit (or “fluid management system”) in order to adapt the
pressure, the composition and/or the temperature of the insu-
lation medium.

In FIG. 1, the switchgear 2 comprises a housing 4 defining
an insulating space 6 and an electrical active part 8 arranged
inside the insulating space 6. The switchgear 2 further com-
prises a temperature control unit 104 for setting the housing 4,
or at least a part of the housing 4, of the switchgear 2 and thus
the insulation medium comprised in the insulating space 6 to
a desired temperature. Of course, any other part in contact
with the insulation medium can be heated in order to bring the
insulation medium to the desired temperature. Thus, the
vapour pressure of the at least partially fluorinated fluoroke-
tone—and consequently its molar ratio in the insulation
gas—as well as the absolute pressure of the insulation gas can
be adapted accordingly. As is also shown in FIG. 2, the at least
partially fluorinated fluoroketone is in this embodiment not
homogenously distributed throughout the insulating space
due to the temperature gradient given in the insulation space
6. The concentration of the at least partially fluorinated fluo-
roketone is thus higher in close proximity to the walls 4' of the
housing 4.

An alternative control unit or fluid management system is
schematically shown in FIG. 2, in which a fluid handling unit
105 is attributed to the gas-insulated switchgear as the control
unit. According to this control unit 105, the composition of
the insulation medium, and in particular its concentration of
the at least partially fluorinated fluoroketone a) and/or fluo-
roketone c) is adjusted in a dosing unit comprised in the fluid
handling unit 105, and the resulting insulation medium is
injected or introduced, in particular sprayed, into the insulat-
ing space 6. In the embodiment shown in FIG. 2, the insula-
tion medium is sprayed into the insulating space in the form of
an aerosol 14 in which small droplets of liquid fluoroketone
are dispersed in the respective carrier gas. The aerosol 14 is
sprayed into the insulating space 6 by means of nozzles 16
and the at least partially fluorinated fluoroketone is readily
evaporated, thus resulting in an insulating space 6 with an
inhomogeneous concentration of the at least partially fluori-
nated fluoroketone, specifically a relatively high concentra-
tion in close proximity to the housing wall 4' comprising the
nozzles 16. Alternatively, the insulation medium, in particular
a concentration, pressure and/or temperature of the at least
partially fluorinated fluoroketone a) and/or fluoroketone c)
can be controlled in the fluid handling unit 106 before being
injected into the insulation space. In order to ensure circula-
tion of the gas, further openings 18 are provided in the upper
wall of the housing 4, said openings leading to a channel 20 in
the housing 4 and allowing the insulation medium to be
removed from the insulating space 6. The switchgear 2 with
fluid handling unit 105, as shown in FIG. 2, can be combined
with the temperature control unit 10a described in connection
with FIG. 1. If no temperature control unit is provided, con-
densation of some at least partially fluorinated fluoroketone
could occur. The condensed component can be collected and
reintroduced into the circulation of the insulation medium.
Furthermore, the apparatus 2 can have a reserve volume of
liquid at least partially fluorinated fluoroketone, liquid fluo-
roketone a) (or C5-ketone) and/or fluoroketone ¢) (or C6-ke-
tone), and/or means for limiting a maximal permissible oper-
ating temperature of the desired insulation medium such that
the absolute filling pressure is maintained below a given
pressure limit of the apparatus 2.
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FIG. 3 shows the non-linear or synergy factor s achieved by
exemplary dielectric insulation media according to the
present invention. The synergy factor s is shown for a first
mixture C5-fluoroketone plus air (diamonds), a second mix-
ture C6-fluoroketone plus air (squares), and a third mixture
CS5-fluoroketone plus C6-fluoroketone plus air (triangles) as a
function of the total pressure p,,,,., with the partial pressure p,,
of the fluoroketone being kept constant.

For the mixtures containing C5-fluoroketone (first and
third mixture) the synergy factor s increases with an increase
in the total pressure approximately up to 2 bar total pressure
and then remains rather constant at approximately s=1.23, at
least up to 3 bar total pressure. In contrast, the second mixture
has relatively higher synergy factors of about 1.3 over a wide
range of total pressures. As a rule, the synergy factor s is
relatively low when the ratio of fluoroketone to air is high and
increases with a decrease in the ratio of molar fractions m, or
partial pressures p,, of fluoroketone(s) to dielectric gas com-
ponent b), here to air.

FIG. 4 shows the existence of the synergistic or non-linear
effect achieved in a dielectric insulation gas mixture of
C6-fluoroketone with carbon dioxide CO,. FIG. 4 shows a
breakdown voltage U50 in kV, measured with lightning
impulses in a different measurement apparatus, as a function
of the partial pressure p4 of the C6-fluoroketone, with the
total pressure p,,,; being kept constant at 1 bar. Again, a strong
non-linear increase of the measured dielectric strength of the
mixture (diamonds) over the linearly calculated sum of
dielectric strengths of the single components, C6 and CO,,
(squares) is proven. A strong synergy factor of approximately
s=1.35 is found over a wide range of partial pressures p,, or
equivalently molar ratios m,,, of the C6-fluoroketone.

Furthermore, in other measurements the synergistic or
nonlinear effect has also been shown in dielectric insulation
gas mixtures comprising C6-fluoroketone, C5-fluoroketone
and carbon dioxide.

These measurements are cited only as examples that prove
the at least one synergistic or nonlinear increase in dielectric
strength in mixtures, in particular gas mixtures, containing

at least one first dielectric gas component [.1) being

selected from the first group consisting of: sulphur
hexafluoride SF, perfluorocarbons, tetrafluoro methane
CF,, C,F, C5F,, c-C,F,, CF,l, nitrogen dioxide NO,,
nitric oxide NO, nitrous oxide N, O, in particular sulphur
hexafluoride (SF,) and/or tetrafluoro methane (CF,),
and mixtures thereof, together with

at least one second dielectric gas component [.2) selected

from the second group [.2) consisting of: at least par-
tially fluorinated fluoroketone, fluoroketone comprising
exactly 5 carbon atoms, fluoroketone comprising
exactly 6 carbon atoms, and mixtures thereof, together
with

at least one third dielectric gas component [.3) selected

from the third group consisting of: nitrogen, air, carbon
dioxide, and mixtures thereof.

More specifically, in an exemplary embodiment of an
aspect of the present invention, the dielectric insulation
medium comprises always a fluoroketone FK, in particular
C5-FK or C6-FK, and a breakdown field strength Ebd is
established in a system, said Ebd being defined by the follow-
ing equations:
if two gas components make a nonlinear synergistic effect:

Ebd=s (paxp b) ) (pa E, eritatPs E, crit,b)+p ~E, crite
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in which p,, p, are partial pressures of the pair-wise non-
linearly interacting dielectric gas components a and b,
e.g.: C5-FK/N,, C6-FK/N,, C5-FK/air, C6-FK/air,
C5-FK/CO,, C6-FK/CO,;
P. s Zero or is a partial pressure of another component ¢
without nonlinear synergistic effect;
eritar Lerizps Do are pressure-reduced electric break-
down field strengths of the dielectric gas components a,
b, ¢, respectively, and
s(p,s P») 1s a pair-wise synergy factor of the dielectric gas
components a, b, with Ebd,,,_,, .., being a measured or
actual breakdown field strength of the dielectric insula-
tion medium comprising the dielectric gas components
a, b, ¢, and Bbdy,, o..c=0u B ot Do BerinptPe By o)
wherein the mixture is chosen such that the synergy factor
s is greater than 1.
or if three gas components make a nonlinear synergistic
effect:

E

Ebd=s(p1,02.03)" P 1Ecrie 1 t02 Ecrie D3+ E orir 3)

in which p,, p,, p, are partial pressures of the triplet-wise
nonlinearly interacting dielectric gas components 1, 2
and 3, e.g. SF /C5-FK/N,, SF/C6-FK/N,; c-C,F,/C5-
FK/N,, c-C,F¢/C6-FK/N,; SF,/C5-FK/air, SF ¢/ C6-FK/
air; c-C,F¢/C5-FK/air, ¢-C,Fg/C6-FK/air; SF/C5-FK/
CO,, SF¢C6-FK/CO,; c-C,Fi/C5-FK/CO,, c-C,Fy/
C6-FK/CO,; CS5-FK/C6-FK/N,, C5-FK/C6-FK/air,
C5-FK/C6-FK/CO.,;
erit,1s Berizs Deirs are pressure-reduced electric break-
down field strengths of the gas components 1, 2, 3,
respectively, and
s(py, P2, Ps) 18 a triplet-wise synergy factor Ebd,,.. .., ea!
Ebd,,, ..., WithEbd, . - being a measured or actual
breakdown field strength of the dielectric insulation
medium comprising the three dielectric gas components
15 25 35 and Ebdlin.calc:(pl.Ecn’t,l+p2.Ecrit,2+p3.Ecr'it,3);
wherein the mixture is chosen such that the synergy factor
s is greater than 1.

Quadruplet-wise etc. synergies are possible as well, e.g.
c-C,F/C5-FK/air/CO, etc., and can be described analo-
gously.

In other words, the mixture shall contain at least one spe-
cific second dielectric gas component [.2), in particular a
CS5-fluoroketone, that together with the third dielectric gas
component [.3), in particular a carrier gas, and the first gas
component [.1) provides a non-linear increase in the dielec-
tric strength over the arithmetic sum ofthe dielectric strengths
of'the gas components present in the mixture. This results in
the synergy factor in the above equations being greater than 1.

In the context of the switchgears shown in FIG. 1 and FIG.
2 the term “at least partially fluorinated fluoroketone” shall
comprise any variant according to any dependent claim or
claim combination. It is noted that nominal current load gen-
erally facilitates the vaporization of the at least partially flu-
orinated fluoroketone, in particular fluoroketone a) (or C5-ke-
tone) and/or fluoroketone c¢) (or C6-ketone), by the ohmic
heating of current-carrying conductors.

According to the embodiments given above, the term
“dielectric insulation medium” in this application shall be
understood broadly to encompass a gaseous phase and pos-
sibly a liquid phase ofthe dielectric insulation medium. How-
ever, preferably the dielectric insulation medium, i.e. all com-
ponents of the dielectric insulation medium, shall be present
fully and exclusively in gaseous state under all operating
conditions, in particular under all operating temperatures of
the electrical apparatus. Furthermore, this term shall encom-
pass a medium that has outstanding dielectric insulation capa-
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bility or dielectric strength, for example in gas-insulated
switchgear (GIS) or gas-insulated transmission lines (GITL),
and/or has high performance for extinguishing electric arcs,
for example arc faults in GIS or GITL or switching arcs in any
sort of switch, disconnector, circuit breaker or the like.

The presence of SF, or of any compound or combination
of compounds selected from the herein mentioned gas types
different from fluoroketone and SF ., may it be in combination
with SF; or without SF,— but always when in combination
with the fluoroketone or fluoroketones—, can be in high or
low quantity. In first embodiments, sulphur hexafluoride
(SFy), and/or tetrafluoro methane (CF,) and/or CF;I and/or
nitrogen oxides (NO,, NO, N,0O), can be a bulk gas or buffer
gas or carrier gas that is present in a larger quantity than the at
least partially fluorinated fluoroketone. In particular, the sul-
phur hexafluoride (SFy), and/or tetrafluoro methane (CF,)
and/or CF;I and/or nitrogen oxides (NO,, NO, N,0), is
present in a quantity of larger than 60%, preferred larger than
70%, more preferred larger than 80%, even more preferred
larger than 90%, particularly preferred larger than 95%, even
more particularly preferred larger than 97%, and most pre-
ferred larger than 99%, of the insulation medium.

In second embodiments, the sulphur hexafluoride (SF)
and/or tetrafluoro methane (CF,) and/or CF,], is a gas that is
present in a smaller quantity than the at least partially fluori-
nated fluoroketone. Preferably, the sulphur hexafluoride
(SF¢), and/or tetrafluoro methane (CF,) and/or CF;l, is
present in a quantity of less than 40%, preferred less than
30%, more preferred less than 20%, even more preferred less
than 10%, particularly preferred less than 5%, even more
particularly preferred less than 3%, and most preferred less
than 1%, of the insulation medium.

In embodiments, the dielectric insulation medium has a
non-linear increase of a dielectric strength over the sum of
dielectric strengths of the gas components of the insulation
medium. In other embodiments, the dielectric insulation
medium has a global warming potential (GWP) over 100
years in the range 0 20000 to 15000, or in the range of 15000
to 10000, or in the range of 10000 to 5000, or in the range of
5000 to 3000, or in the range of 3000 to 2000, or in the range
012000 to 1000, or in the range of 1000 to 500, or below 500.

In embodiments, the dielectric insulation medium com-
prises an at least partially fluorinated fluoroketone which has
a boiling point above -20° C., preferred above —15° C., more
preferred above —10° C., even more preferred above -5° C.,
most preferred above 0° C. In further embodiments, the
dielectric insulation medium comprises an at least partially
fluorinated fluoroketone which has a boiling point lower than
50°C., preferred lower than 40° C., more preferred lower than
30° C., even more preferred lower than 20° C., most preferred
lower than 15° C.

Further embodiments are given in dependent claims or in
arbitrary combinations of the dependent claims and are here-
with altogether literally cited in this description.

The constituents of the dielectric insulation medium, such
as various kinds of SF; and/or CF, and/or CF,1, fluoroketones
and carrier gases, such as nitrogen and/or air and/or carbon
dioxide and/or nitrogen oxides (NO,, NO, N,O), are herewith
explicitly disclosed to be possible or to be present in any
combinations, may it be pair-wise combinations, triplet-wise
combinations, quadruplet-wise combinations, or the like,
however always in combination with the fluoroketone or fluo-
roketones. Therefore, any listings of all such combinations
are herewith made part of the disclosure.

Thus, in general terms, the invention encompasses a dielec-
tric insulation medium, a use as a dielectric insulation
medium, and an electrical apparatus that comprises: at least
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one partially fluorinated fluoroketone in a mixture with a
component selected from the group consisting of: sulphur
hexafluoride SF , perfluorocarbons, tetratluoro methane CF,,,
C,Fq, C5Fg, ¢-C, Fg, trifluoroiodomethane CFl, nitrogen
dioxide NO,, nitric oxide NO, nitrous oxide N,O, and mix-
tures thereof. In particular, the at least one fluoroketone is a
fluoromonoketone. Furthermore in particular, the at least one
fluoroketone is a fluoromonoketone containing at least 5 car-
bon atoms, preferably exactly 5 carbon atoms or exactly 6
carbon atoms or mixtures thereof.

The terms “preferable”, “preferred”, “more preferable”,
“in particular” shall solely mean “exemplary” and shall there-
fore signify embodiments or examples only, i.e. are to be
understood as optional

Furthermore, throughout this application, any disclosure of
and claim on the dielectric insulation medium comprising an
at least partially fluorinated fluoroketone according to the
present invention and to any embodiments is also a disclosure
of'the use of such an at least partially fluorinated fluoroketone
in or as a dielectric insulation medium, and this use is explic-
itly disclosed herewith and may be claimed as a use claim, in
particular by replacing the term “Dielectric insulation
medium comprising an at least partially fluorinated fluoroke-
tone” with the term “Use of an at least partially fluorinated
fluoroketone as, or in, a dielectric insulation medium”. Vice
versa, the use claim is also disclosed to be and may formu-
lated as a claim on a dielectric insulation medium or apparatus
comprising the components to be used for dielectric insula-
tion.

The invention claimed is:

1. A dielectric insulation medium comprising

a) sulphur hexafluoride (SFy) in a mixture with

b) at least one further component being an at least partially
fluorinated fluoroketone having molar fraction of
greater than 3%;

the at least partially fluorinated fluoroketone having a boil-
ing point above -20° C.;

the at least partially fluorinated fluoroketone having the
general structure

R1-CO—R2

wherein R1 and R2 are at least partially fluorinated chains,
said chains being independently from each other linear
or branched and having from 1 to 10 carbon atoms; and

the at least partially fluorinated fluoroketone having from 4

to 12 carbon atoms.

2. The dielectric insulation medium according to claim 1,
the at least partially fluorinated fluoroketone having a boiling
point lower than 50° C.

3. The dielectric insulation medium according to claim 2,
the at least partially fluorinated fluoroketone having a boiling
point lower than 30° C.

4. The dielectric insulation medium according to claim 2,
the at least partially fluorinated fluoroketone containing
exactly 4 or exactly 5 or exactly 6 carbon atoms.

5. The dielectric insulation medium according to claim 1,
the fluoroketone being a perfluoroketone, and/or being a fluo-
roketone having a branched alkyl chain, and/or being a fluo-
roketone having fully saturated compounds.

6. The dielectric insulation medium according to claim 4,
the at least partially fluorinated fluoroketone containing
exactly 4 or exactly 5 or exactly 6 carbon atoms.

7. The dielectric insulation medium according to claim 1,
the at least partially fluorinated fluoroketone containing
exactly 4 or exactly 5 or exactly 6 carbon atoms.
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8. The dielectric insulation medium according to claim 7,
the dielectric insulation medium comprising at least one sec-
ond further component being air or being an air component.

9. The dielectric insulation medium according to claim 8,
the second further component being selected from the group
consisting of nitrogen, oxygen, carbon dioxide and noble
gases, and the dielectric insulation medium having a non-
linear increase of a dielectric strength over the sum of dielec-
tric strengths of the gas components of the insulation
medium.

10. The dielectric insulation medium according to claim 1,
the fluoroketone having the molecular formula CsF,,O.

11. The dielectric insulation medium according to claim
10, the fluoroketone being selected from the group consisting
of 1,1,1,3.,4.4.4-heptafluoro-3-(trifluoromethyl)butan-2-one,
1,1,1,3,3,4,4,5,5,5-decafluoropentan-2-one and 1,1,1,2,2.4,
4,5,5,5-decafluoropentan-3-one.

12. The dielectric insulation medium according to claim 1,
the at least partially fluorinated fluoroketone having a molar
fraction in the insulation medium ranging from 5% to 40%.

13. The dielectric insulation medium according to claim 1,
the fluoroketone having the molecular formula C.F,,0.

14. The dielectric insulation medium according to claim 1,
the partial pressure of the at least one at least partially fluori-
nated fluoroketone or of each at least partially fluorinated
fluoroketone corresponding at least approximately to its
respective saturated vapour pressure at a minimal operating
temperature of the dielectric insulation medium.

15. The dielectric insulation medium according to claim 1,
wherein the sulphur hexafluoride (SF) is a bulk gas or buffer
gas or carrier gas, and wherein the insulation medium a larger
quantity, by volume, of the sulphur hexafluoride (SF,) than
that of the at least partially fluorinated fluoroketone.

16. The dielectric insulation medium according to claim
15, the sulphur hexafluoride (SF ;) being present in a quantity
of larger than 60% of the insulation medium.

17. The dielectric insulation medium according to claim
15, the sulphur hexafluoride (SF,) being present in a quantity
of larger than 95% of the insulation medium.

18. The dielectric insulation medium according to claim 1,
wherein the sulphur hexafluoride (SFy) is a gas, and wherein
the insulation medium includes a smaller quantity, by vol-
ume, of the sulphur hexafluoride (SF) than that of the at least
partially fluorinated fluoroketone.

19. The dielectric insulation medium according to claim
18, the dielectric insulation medium comprising at least one
second further component, the second further component
comprising di-atomic molecules or being air or being an air
component.

20. The dielectric insulation medium according to claim
19, the second further component being selected from the
group consisting of nitrogen, oxygen, carbon dioxide and
noble gases.

21. The dielectric insulation medium according to claim
18, the sulphur hexafluoride (SF,) being present in a quantity
of less than 40% of the insulation medium.

22. The dielectric insulation medium according to claim
18, the sulphur hexafluoride (SF,) being present in a quantity
of less than 5% of the insulation medium.

23. The dielectric insulation medium according to claim 1,
the dielectric insulation medium comprising a second further
component, the second further component comprising di-
atomic molecules or being air or being an air component.

24. The dielectric insulation medium according to claim
23, the dielectric insulation medium having a non-linear
increase of a dielectric strength over the sum of dielectric
strengths of the gas components of the insulation medium.
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25. The dielectric insulation medium according to claim
23, the second further component being selected from the
group consisting of nitrogen, oxygen, carbon dioxide and
noble gases.
26. The dielectric insulation medium according to claim 1,
the dielectric insulation medium having a non-linear increase
of'a dielectric strength over the sum of dielectric strengths of
the gas components of the insulation medium.
27. The dielectric insulation medium according to claim 1,
the dielectric insulation medium further comprising at least
one of air, nitrogen, and carbon dioxide.
28. The dielectric insulation medium according to claim
27, the fluoroketone comprising exactly 4 or exactly 5 or
exactly 6 carbon atoms.
29. The dielectric insulation medium according to claim 1,
the at least partially fluorinated fluoroketone being present at
least partially in gaseous form in the mixture.
30. The dielectric insulation medium according claim 1,
the dielectric insulation medium having a global warming
potential (GWP) over 100 years in the range of 20000 to
15000, or in the range of 15000 to 10000, or in the range of
10000 to 5000, or in the range of 5000 to 3000, or in the range
ot 3000 to 2000, or in the range of 2000 to 1000, or in the
range of 1000 to 500, or below 500.
31. The dielectric insulation medium according to claim 1,
the at least partially fluorinated fluoroketone having a boiling
point above 0° C.
32. The dielectric insulation medium according to claim 1,
the fluoroketone being 1,1,1,3,4,4,4-heptatluoro-3-(trifluo-
romethyl)butan-2-one.
33. The dielectric insulation medium according to claim
32, the partial pressure of the at least one at least partially
fluorinated fluoroketone or of each at least partially fluori-
nated fluoroketone corresponding at least approximately to
its respective saturated vapour pressure at a minimal operat-
ing temperature of the dielectric insulation medium.
34. The dielectric insulation medium according to claim 1,
the fluoroketone being 1,1,1,2,4,4,5,5,5-nonafluoro-2-(trif-
luoromethyl)pentan-3-one.
35. The dielectric insulation medium according to claim
34, the partial pressure of the at least one at least partially
fluorinated fluoroketone or of each at least partially fluori-
nated fluoroketone corresponding at least approximately to
its respective saturated vapour pressure at a minimal operat-
ing temperature of the dielectric insulation medium.
36. A dielectric insulation medium comprising
a) trifluoroiodomethane (CF,]) in a mixture with
b) at least one further component being an at least partially
fluorinated fluoroketone having molar fraction of
greater than 3%;

the at least partially fluorinated fluoroketone having a boil-
ing point above -20° C.;

the at least partially fluorinated fluoroketone having the

general structure

R1-CO—R2

wherein R1 and R2 are at least partially fluorinated chains,
said chains being independently from each other linear
or branched and having from 1 to 10 carbon atoms; and

the at least partially fluorinated fluoroketone having from 4

to 12 carbon atoms.

37. The dielectric insulation medium according to claim
36, the at least partially fluorinated fluoroketone containing
exactly 4 or exactly 6 carbon atoms.

38. The dielectric insulation medium according to claim
36, the at least partially fluorinated fluoroketone containing
exactly 5 carbon atoms.
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39. The dielectric insulation medium according to claim
36, comprising a second further component being selected
from a group consisting of nitrogen, oxygen, carbon dioxide
and noble gases, and the dielectric insulation medium having
a non-linear increase of a dielectric strength over a sum of
dielectric strengths of gas components of the dielectric insu-
lation medium.

40. The dielectric insulation medium according to claim
36, the dielectric insulation medium comprising at least one
second further component, the second further component
comprising di-atomic molecules.

41. The dielectric insulation medium according to claim
36, the dielectric insulation medium comprising at least one
second further component being air or being an air compo-
nent.

42. A dielectric insulation medium comprising

a) at least one of tetrafluoro methane (CF,) and a nitrogen

oxide (NO,, NO, N,0), in a mixture with
b) at least one further component being an at least partially
fluorinated fluoroketone having molar fraction of
greater than 3%;

the at least partially fluorinated fluoroketone having a boil-
ing point above -20° C.;

the at least partially fluorinated fluoroketone having the

general structure

R1-CO—R2
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wherein R1 and R2 are at least partially fluorinated chains,
said chains being independently from each other linear
or branched and having from 1 to 10 carbon atoms; and

the at least partially fluorinated fluoroketone having from 4

to 12 carbon atoms.

43. The dielectric insulation medium according to claim
42, the at least partially fluorinated fluoroketone containing
exactly 4 or exactly 6 carbon atoms.

44. The dielectric insulation medium according to claim
42, the at least partially fluorinated fluoroketone containing
exactly 5 carbon atoms.

45. The dielectric insulation medium according to claim
42, comprising a second further component being selected
from a group consisting of nitrogen, oxygen, carbon dioxide
and noble gases, and the dielectric insulation medium having
a non-linear increase of a dielectric strength over a sum of
dielectric strengths of gas components of the dielectric insu-
lation medium.

46. The dielectric insulation medium according to claim
42, the dielectric insulation medium comprising at least one
second further component, the second further component
comprising di-atomic molecules.

47. The dielectric insulation medium according to claim
42, the dielectric insulation medium comprising at least one
second further component being air or being an air compo-
nent.



